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THIS UNIT INCLUDES AN ALARM VERIFICATION FEATURE THAT WILL RESULT 
IN A DELAY OF THE SYSTEM ALARM SIGNAL FROM THE INDICATED 
CIRCUITS. THE TOTAL DELAY (CONTROL PANEL PLUS SMOKE DETECTORS) 
SHALL NOT EXCEED 60 SECONDS. 
NO OTHER SMOKE DETECTOR SHALL BE CONNECTED TO THESE CIRCUITS 
UNLESS APPROVED BY THE LOCAL AUTHORITY HAVING JURISDICTION.

    

WARNING

Circuit (point)
Control panel 
delay, seconds

Smoke detector∗

Include detector data or the following or equivalent statement: “Use the delay (power-up/start-up) time marked 
on the installation wiring diagram of the smoke detector or on the installed smoke detector(s).”

Model Delay, seconds

ATTENTION!
CETTE UNITÉ COMPREND UNE FONCTIONNALITÉ DE VÉRIFICATION
DES ALARMES QUI CONDUIT À UN RETARD DU SIGNAL D'ALARME 
DU SYSTÈME PROVENANT DES CIRCUITS INDIQUÉS. 
LA RETARD TOTAL (CENTRALE + DÉTECTEURS DE FUMÉE) 
NE DOIT PAS DÉPASSER 60 SECONDES. NE CONNECTER AUCUN 
AUTRE DÉTECTEUR DE FUMÉE À CES CIRCUITS, SAUF SI CELA EST 
PERMIS PAR LES RÉGLEMENTATIONS LOCALES EN VIGUEUR.

Verification Points
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